ReaderTT.config = {"pagecount":52,"title":"A new approach to the determination of the shear strength of clay by the fall-cone test","author":"Sven Hansbro","subject":"","keywords":"SGI Proeceedings 14","creator":"Xerox 700 Digital Color Press","producer":"Adobe Acrobat Pro DC 18 Paper Capture Plug-in","creationdate":"D:20170619202228+01'00'","moddate":"D:20180201135431+01'00'","trapped":"","fileName":"document.pdf","bounds":[[700,1047],[700,1047],[700,1047],[700,1047],[700,1047],[700,1047],[700,1047],[700,1047],[700,1047],[700,1047],[700,1047],[700,1047],[700,1047],[700,1047],[700,1047],[700,1047],[700,1047],[700,1047],[700,1047],[1047,700],[700,1047],[1047,700],[1047,700],[700,1047],[1047,700],[1047,700],[1047,700],[1047,700],[700,1047],[700,1047],[1047,700],[700,1047],[700,1047],[700,1047],[700,1047],[700,1047],[700,1047],[700,1047],[700,1047],[700,1047],[700,1047],[700,1047],[700,1047],[700,1047],[700,1047],[700,1047],[700,1047],[700,1047],[700,1047],[700,1047],[1722,1047],[700,1047]],"bookmarks":[],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
