ReaderTT.config = {"pagecount":261,"title":"While references are made to material specifications in Part 2 of Steel Vessel Rules, equivalent materials complying with a national or international standard will be considered for acceptance","author":"DTS","subject":"","keywords":"","creator":"Acrobat PDFMaker 8.1 for Word","producer":"Acrobat Distiller 8.1.0 (Windows)","creationdate":"D:20100812093409-05'00'","moddate":"D:20100812095324-05'00'","trapped":"","fileName":"document.pdf","bounds":[[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286]],"bookmarks":[{"title":"Part 3: Hull Construction and Equipment","page":1,"zoom":"FitH 1289","children":[{"title":"Rule Change Notice (2010)","page":2,"zoom":"XYZ 55 1155 null"},{"title":"Table of Contents","page":3,"zoom":"XYZ 110 1165 null","children":[{"title":"Chapter 1: General","page":5,"zoom":"XYZ 110 1165 null","children":[{"title":"Section 1: Definitions","page":7,"zoom":"XYZ 110 1165 null"},{"title":"Section 2: General Requirements","page":10,"zoom":"XYZ 55 1165 null"}]},{"title":"Chapter 2: Hull Structures and Arrangements","page":16,"zoom":"XYZ 50 1165 null","children":[{"title":"Section 1: Longitudinal Strength","page":33,"zoom":"XYZ 110 1165 null"},{"title":"Appendix 1: Calculation of Shear Stresses for Vessels Having Longitudinal Bulkheads","page":45,"zoom":"XYZ 110 1165 null"},{"title":"Appendix 2: Loading Manuals and Loading Instruments","page":47,"zoom":"XYZ 110 1165 null"},{"title":"Appendix 3: Loading Manuals and Loading Instruments: Additional Requirements for Bulk Carriers, Ore Carriers and Combination Carriers 150 meters (492 feet) and above in Length (Lf)","page":51,"zoom":"XYZ 110 1165 null"},{"title":"Appendix 4: Buckling Strength of Longitudinal Strength Members","page":56,"zoom":"XYZ 55 1165 null"},{"title":"Section 2: Shell Plating","page":62,"zoom":"XYZ 55 1165 null"},{"title":"Section 3: Decks","page":71,"zoom":"XYZ 110 1165 null"},{"title":"Section 4: Bottom Structures","page":78,"zoom":"XYZ 55 1165 null"},{"title":"Section 5: Frames","page":88,"zoom":"XYZ 55 1165 null"},{"title":"Section 6: Web Frames and Side Stringers","page":95,"zoom":"XYZ 110 1165 null"},{"title":"Section 7: Beams","page":99,"zoom":"XYZ 110 1165 null"},{"title":"Section 8: Pillars, Deck Girders and Transverses","page":105,"zoom":"XYZ 110 1165 null"},{"title":"Section 9: Watertight Bulkheads and Doors","page":112,"zoom":"XYZ 55 1165 null"},{"title":"Section 10: Deep Tanks","page":124,"zoom":"XYZ 55 1165 null"},{"title":"Section 11: Superstructures, Deckhouses and Helicopter Decks","page":128,"zoom":"XYZ 55 1165 null"},{"title":"Section 12: Machinery Space and Tunnel","page":135,"zoom":"XYZ 110 1165 null"},{"title":"Section 13: Stems, Stern Frames and Rudder Horns","page":137,"zoom":"XYZ 110 1165 null"},{"title":"Section 14: Rudders","page":147,"zoom":"XYZ 110 1165 null"},{"title":"Appendix 5: Guidelines for Calculating Bending Moment and Shear Force in Rudders and Rudder Stocks","page":162,"zoom":"XYZ 55 1165 null"},{"title":"Section 15: Protection of Deck Openings","page":167,"zoom":"XYZ 110 1165 null"},{"title":"Appendix 6: Portable Beams and Hatch Cover Stiffeners of Variable Cross Section","page":181,"zoom":"XYZ 110 1165 null"},{"title":"Section 16: Protection of Shell Openings","page":183,"zoom":"XYZ 110 1165 null"},{"title":"Section 17: Bulwarks, Rails, Freeing Ports, Portlights, Ventilators, Tank Vents and Overflows","page":196,"zoom":"XYZ 55 1165 null"},{"title":"Section 18: Ceiling, Sparring and Protection of Steel","page":205,"zoom":"XYZ 110 1165 null"},{"title":"Section 19: Weld Design","page":207,"zoom":"XYZ 110 1165 null"}]},{"title":"Chapter 3: Subdivision and Stability","page":215,"zoom":"XYZ 110 1165 null","children":[{"title":"Section 1: General Requirements","page":217,"zoom":"XYZ 110 1165 null"},{"title":"Appendix 1: Intact Stability of Tankers During Liquid Transfer Operations","page":219,"zoom":"XYZ 110 1165 null"},{"title":"Appendix 2: Subdivision and Damage Stability Requirements for Bulk Carriers","page":222,"zoom":"XYZ 55 1165 null"},{"title":"Appendix 3: Onboard Computers for Stability Calculations ","page":223,"zoom":"XYZ 110 1165 null"}]},{"title":"Chapter 4: Fire Safety Measures","page":230,"zoom":"XYZ 55 1165 null","children":[{"title":"Section 1: Structural Fire Protection","page":231,"zoom":"XYZ 110 1165 null"}]},{"title":"Chapter 5: Equipment","page":233,"zoom":"XYZ 110 1165 null","children":[{"title":"Section 1: Anchoring, Mooring and Towing Equipment","page":234,"zoom":"XYZ 55 1165 null"}]},{"title":"Chapter 6: Navigation","page":250,"zoom":"XYZ 55 1165 null","children":[{"title":"Section 1: Visibility","page":251,"zoom":"XYZ 110 1165 null"}]},{"title":"Chapter 7: Testing, Trials and Surveys During Construction \u2013 Hull","page":254,"zoom":"XYZ 55 1165 null","children":[{"title":"Section 1: Tank, Bulkhead and Rudder Tightness Testing","page":255,"zoom":"XYZ 110 1165 null"},{"title":"Section 2: Trials","page":260,"zoom":"XYZ 55 1165 null"},{"title":"Section 3: Surveys","page":261,"zoom":"XYZ 110 1165 null"}]}]}]}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
