ReaderTT.config = {"pagecount":43,"title":"Introduction to Wireless Communication","author":"Dilum Bandara","subject":"","keywords":"","creator":"Impress","producer":"LibreOffice 7.2","creationdate":"D:20220507184112Z'","moddate":"","trapped":"","fileName":"document.pdf","bounds":[[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825]],"bookmarks":[{"title":"Wireless Personal Area Networks","page":1,"zoom":"XYZ 0 825 0"},{"title":"Outline","page":2,"zoom":"XYZ 0 825 0"},{"title":"Slide 3","page":3,"zoom":"XYZ 0 825 0"},{"title":"OSI vs. TCP/IP","page":4,"zoom":"XYZ 0 825 0"},{"title":"Bluetooth \u2013 IEEE 802.15.1","page":5,"zoom":"XYZ 0 825 0"},{"title":"Bluetooth Applications","page":6,"zoom":"XYZ 0 825 0"},{"title":"Bluetooth Piconet","page":7,"zoom":"XYZ 0 825 0"},{"title":"Bluetooth Scatternet","page":8,"zoom":"XYZ 0 825 0"},{"title":"Bluetooth Protocol Stack","page":9,"zoom":"XYZ 0 825 0"},{"title":"Protocols & Usage Models","page":10,"zoom":"XYZ 0 825 0"},{"title":"Bluetooth Protocol Stack (Cont.)","page":11,"zoom":"XYZ 0 825 0"},{"title":"Bluetooth Applications/Profiles","page":12,"zoom":"XYZ 0 825 0"},{"title":"Other Key Layers","page":13,"zoom":"XYZ 0 825 0"},{"title":"Physical Channel","page":14,"zoom":"XYZ 0 825 0"},{"title":"Physical Channel (Cont.)","page":15,"zoom":"XYZ 0 825 0"},{"title":"Packets","page":16,"zoom":"XYZ 0 825 0"},{"title":"ZigBee","page":17,"zoom":"XYZ 0 825 0"},{"title":"ZigBee Applications","page":18,"zoom":"XYZ 0 825 0"},{"title":"IEEE 802.15.4 Devıce Types","page":19,"zoom":"XYZ 0 825 0"},{"title":"IEEE/ZigBee Topologies","page":20,"zoom":"XYZ 0 825 0"},{"title":"ZigBee Topologies (Cont.)","page":21,"zoom":"XYZ 0 825 0"},{"title":"ZigBee Topologies (Cont.) (2)","page":22,"zoom":"XYZ 0 825 0"},{"title":"ZigBee Protocol Stack","page":23,"zoom":"XYZ 0 825 0"},{"title":"Physical Layer","page":24,"zoom":"XYZ 0 825 0"},{"title":"ZigBee Frequency Bands","page":25,"zoom":"XYZ 0 825 0"},{"title":"PHY Protocol Data Unit (PPDU)","page":26,"zoom":"XYZ 0 825 0"},{"title":"MAC Layer","page":27,"zoom":"XYZ 0 825 0"},{"title":"Traffic-Modes \u2013 Device to PAN Coordinator","page":28,"zoom":"XYZ 0 825 0"},{"title":"Traffic-Modes \u2013 Device to PAN Coordinator (Cont.)","page":29,"zoom":"XYZ 0 825 0"},{"title":"Data Transfer From PAN Coordınator","page":30,"zoom":"XYZ 0 825 0"},{"title":"MAC Layer \u2013 Managing PANs","page":31,"zoom":"XYZ 0 825 0"},{"title":"MAC Layer \u2013 Frame Security","page":32,"zoom":"XYZ 0 825 0"},{"title":"Network Layer","page":33,"zoom":"XYZ 0 825 0"},{"title":"Network Layer (Cont.)","page":34,"zoom":"XYZ 0 825 0"},{"title":"Route Discovery","page":35,"zoom":"XYZ 0 825 0"},{"title":"Network Layer (Cont.) (2)","page":36,"zoom":"XYZ 0 825 0"},{"title":"ZigBee Profiles","page":37,"zoom":"XYZ 0 825 0"},{"title":"ZigBee vs. Bluetooth","page":38,"zoom":"XYZ 0 825 0"},{"title":"ZigBee vs. Bluetooth (2)","page":39,"zoom":"XYZ 0 825 0"},{"title":"Ultra-Wideband","page":40,"zoom":"XYZ 0 825 0"},{"title":"Ultra-Wideband (Cont.)","page":41,"zoom":"XYZ 0 825 0"},{"title":"Protocol Stack","page":42,"zoom":"XYZ 0 825 0"},{"title":"Summary","page":43,"zoom":"XYZ 0 825 0"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
